
Elevate your flooring process with the Makinex 
Mixing Station MS100. Mix up to 4 bags in 3 minutes 
for precise pouring and less waste. Save time, 
labor, and costs while ensuring an ergonomic and 
lightweight experience. Say goodbye to spills with 
the removable lid and enjoy easy clean-up.

Portable, Fast and Easy Flooring Materials Mixing Station

Surface Preparation
Mixing Station MS100

Perfect Mix and 
Pouring Every time 

Mix 4 Bags in 3 
Minutes

Save Time and 
Money 

SPECIFICATIONS:

Mixing Station Mixer

Height handle attached (op-
erating)

Weight (w/o paddle) 11lbs/5kg42-51 inches/1070mm-
1300mm

31 inches/780mm

21 inches/540mm

25 inches/626mm

10 inches/250mm

40lbs/18kg

55lbs/25kg - weight may 
vary if used with other 
Stirrers/Mixers 
53lbs/24kg - weight may 
vary if used with other 
Stirrers/Mixers

Height handle detached 
(transport) Voltage 120v

Overall width

Watts 1800w
Overall Length

Amps 18 (full load)

Weight (with festool® stirrer)

Weight (with collomix® hand 
mixer) 

Weight (without 
stirrer/mixer)

Rpm Range (vari-
able)

150-300 rpm gear 1 , 
300-650 rpm gear 2

Length of handle 
adjustment

Speeds 2

Ideal For:

Flowable Grouts Self-leveling cements Concreters Floor PreparationMixing epoxies



1-855-625-4639 sales@makinex.com makinex.com

1. Mixing Station MS150

1. Removable dust splash and 
bucket

2. Universal Vacuum Port 3. Lightweight 4. Ergonomic 5. Easy tilt operation for 
precision pouring

2. Jackhammer Trolley 3. Floor Stripper

Features:

Makinex Surface Preparation Range:


