
Recoil start

389CC

1.6G/6.1L

0.6gal @ 50% load

23.5in/598mm (L) x 24in/609mm (W) x 45.7in/1162mm (H)

Empower with Dual-Phase Precision. This compact and 
lightweight petrol generator delivers 9kW of power 
for both single-phase and 3-phase equipment. With 
compatibility for inductive load devices, it features 
an advanced radial flux alternator for high-frequency 
operation. Experience easy transport and minimize 
injury with its light and compact design, complemented 
by large wheels for effortless job site maneuverability. 
Onboard RCD and RCBO protection guarantee safety 
for equipment and users alike.

Light, Portable 9kW 240V Dual Phase Generator

Power Solutions
Power Generator 9kW

15% More Power Dual Phase Outlets 9kW Output

60Hz

120V/240V + 240 3 phase

Frequency

Voltage

Max output

Rated output

Rated power factor

Max Amps single phase

Max Amps three phase

Receptacles provided

Dry weight

Noise level (7m)

Engine type

Engine model

Starting system

Displacement

Fuel tank

Fuel economy

Dimensions

8,500W

0.8

30A @ 120/240V

30A @ 240V

30 Amp 3-phase / 30 Amp single-phase 20Amp

220Ib/100kg

No load - 72 50% load - 76DB 100% load - 78DB

Single cylinder air cooled petrol

Honda GX390

9,000W/9kW

9kW 
Output

15% 
More Power

SPECIFICATIONS:



Ideal For:

High frequency ApplicationsConcrete Cutting RentalBack-Up Power ConstructionTight Access

Outlets Provided

50A Three-Phase

50A Single-Phase

30A Three-Phase

30A Single-Phase

20A Single-Phase 20A GFCI 20A GFCI 20A GFCI 20A GFCI

CS6369

L6-30R L6-30RL14-30R

CS8369 CS8369

L15-30R L16-30RL16-30R

9kW 16kW 240V 16kW 480V 23kW 480V



1. Power Generator 16kW

1. Recoil Start 2. 2x 30A Single Phase
sockets

3. 1 x 30 A Three phase socket 4. Easy Maneuverability 5. Lightweight – 220lbs/100kg

2. Power Generator 23kW 3. Power Generator 32kW

Features:

Makinex Generator Range:

3
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